Unify Office Openstage15 SIP configuration

[image: Graphical user interface, text, application

Description automatically generated]
[image: Graphical user interface, text

Description automatically generated]
[image: Graphical user interface

Description automatically generated]
[image: Table

Description automatically generated]
[image: Graphical user interface, text, chat or text message

Description automatically generated]

image1.png
Terminal number
Tominaivame [
e —

Enable ID

Webrame [
DNS name construction Only number v





image2.png
Outbound proxy
Default OBP domain
SIP transport UDP v
TLS renegotiation

Call transaction response timer (ms) 32000

NonCall transaction response timer (ms) 32000
Reg. backoff (seconds)
Connectivity check timer (seconds)
Keep alive format Sequence
Media Negotiation Single IP
Media IP Mode 1Pv4





image3.png
Registration

SIP Addresses

SIP server address sip.ringcentral.com
SIP registrar address sip.ringcentral.com

SIP gateway address sip.ringcentral.com

SIP Session
Session timer enabled
Session duration (seconds) 3600
Registration timer (seconds) 3600

Senerpe  [osvees  v]

Realm
User ID
Password
MLPP base
MLPP Domain
Other Domain
SIP Survivability
Backup registration allowed
Backup proxy address
Backup registration timer (seconds)
Backup transport
Backup OBP flag
Standard CSTA

Server address
Server port





image4.png
SIP server

SIP registrar
SIP gateway
SIP local
Backup proxy
RTP base
Download server (default)
LDAP server
LAN port speed
PC port speed
PC port mode
toMDIX

—
89

E

[m]





image5.png
General information

MAC address 001ae82d5a69
Software version V3 R5.17.0 SIP 190920

Last restart 2019-09-24T700:31:21
Backlight type 0
Part Number ~ $30817-S7401-A503-008
UBoot version SP291_MCH_U-BOOT_140313





